
NEW Holland Claas

2300/2500 Note 1

10, X120, X230, 

Flagship,  5/6/7088,  

X130 Mid Range

CR/CX (All)
Gleaner (Transv erse 

Rotary ) R/S

GLN "A" MF 9000 

CHLR 600 
50 Series Note 1 60/70/S Series S series (2016 or Newer) 500/600/700 Series

2300/2500 Note 1 B5667 B5762 B5761, B5082, B6151 B5761, B5082 B5670 B5669 B5669, B6157 B5672, B5082

10, X120, X230, 

Flagship,  5/6/7088,  X130 

Mid Range

B5668
Install B5404 or B5405 

(feeder width depending) 

Note 2 & Note 3
B5761, B5082, B6151 B5761, B5082 B5670 B5669 B5669, B6157 B5672, B5082

N
H CR/CX (All) B5668

Remove B5404 or B5405 

(feeder width depending) 

Note 2 & Note 3
B5761, B5082, B6151 B5761, B5082 B5670 B5669 B5669, B6157 B5672, B5082

Gleaner (Transv erse) 

R/S
B5668, B5083 B5667, B5083 B5762, B5083 B5761 B5670, B5083 B5669, B5083 B5669, B5083, B6157 B5672

Gleaner "A" / MF 9000 /  

CHLR 600
B5668, B5083 B5667, B5083 B5762, B5083 B5761, B6151 B5670, B5083 B5669, B5083 B5669, B5083, B6157 B5672

50 Series Note 1 B5668 B5667 B5762 B5761, B5082, B6151 B5761, B5082 B5669 B5669, B6157 B5672, B5082

60/70/S Series B5668 B5667 B5762 B5761, B5082, B6151 B5761, B5082 B5670 B6157 B5672, B5082
S Series (2016 or Newer) B5668 B5667 B5762 B5761, B5082, B6151 B5761, B5082 B5670 B5672, B5082

C
la

a
s

500/600/700 Series B5668, B5083 B5667, B5083 B5762, B5083 B5761, B6151 B5761 B5670, B5083 B5669, B5083 B5669, B5083, B6157

NOTE 1:

NOTE 2:

NOTE 3:

MacDon CA25 Combine Adapter Conversion Matrix

TO Combine
John Deere

Not Factory Suppl ied as complete header for that combine series. Dealer assembly requi red

B5004 is curved fi l ler plate kit for narrow opening feeder NH CR combines. B5405 is a curved fi l ler plate kit for wide opening NH CR combines. Plates are removed for use on NH CX or CaseIH 

combines

CA25 Combine Conv ersion 

Matrix (does not support any 

CA20 Conversions)

CASE AGCO

F
ro

m
 C

o
m

b
in

e

C
A

S
E

A
G

C
O

Al l CNH share identical  AHHC sensors and controls with the exception of some NH combines which requi re a 10 vol t AHHC kit from MacDon (B5847). If changing combine voltage (5 vol t vs 10 vol t) kit 

may need to be installed/removed and potentiometer changed to correct voltage

**Always refer to Pricelist/Product Sheets for each manufacturer's  combine models specific requirements before conversion**
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**All Flex and Rigid headers have Hydraulic Centerlink and AHHC as standard equipment**
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